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 C 200 ROAD
Apparecchiatura per la misura dell’assetto geometrico 

di vetture e furgoni. Versione portatile.                           

Le immagini, le configurazioni e le caratteristiche tecniche riportate nel presente stampato hanno il solo scopo di presentare il prodotto e sono soggette a variazioni. 
Per una corretta definizione dell’ordine fare sempre riferimento al listino prezzi in vigore.
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	Campi di misura:  
- Convergenza totale ± 20° 

 - Semi convergenza ± 10°
	 - Campanatura ± 10°
 - Incidenza ± 30°
 - Inclinazione perno fuso ± 30°
 - Set back  ± 10°
 - Angolo di spinta  ± 10°
 Batterie rilevatori radio 4.8 Vcc - 3000 mA
 Dimensioni (LxPxH) 840x115x280 mm

  

 Dati tecnici 

Altri accessori disponibili a richiesta. Consultare il catalogo illustrato.

 Accessori a richiesta 
	 Monitor LCD, stampante A4 a colori, mouse
	 Mobile carrellato
	 Graffe autocentranti a 4 punti
	 Coppia di piatti rotanti meccanici  

 Caratteristiche funzionali  
Assetto ruote professionale con 4 rilevatori “wireless” a 8 
sensori. 

Rilevatore estremamente compatto e leggero, con 2 te-
lecamere ad elevata risoluzione, inclinometro e bolla di livello 
elettronici. Massima maneggevolezza. 
Corpo rilevatore in unica fusione di alluminio per un alta 
precisione.
Progettato e costruito in Italia secondo le più innovative tecnologie, 
garantisce precisione e massima stabilità delle misure anche in 
condizioni ambientali e di illuminazioni particolarmente critiche.  

Alimentazione con batterie ricaricabili commerciali, tipo 
AA, ad alto rendimento. Tempo di carica prolungato.
Possibilità di alimentazione e lavoro con cavi di emergenza

Regolazione angoli corredata da cursori grafici ed indicazioni 
colorate. Regolazione della curva di convergenza.

Compensazione del fuori centro (ROC) a spinta, a ruote 
sollevate e a singola ruota.
Rapidità di ciclo e precisione assicurata da procedure professionali.
Banca dati con oltre 20.000 veicoli, suddivisi per aree geografiche. 
Costantemente aggiornata, è disponibile un servizio internet 
per recuperare in tempo reale i dati delle nuove vetture.

Cal One-Touch ricalibra il sensore dello sterzo. 
Completamente integrato con il C 200 e la sua banca dati, 
permette di risparmiare tempo e costi, riallineando il sensore 
dello sterzo con l’angolo di spinta come richiesto dai produttori 
di vetture con dispositivi di sicurezza come ESP (Electronic Stability 

 Dotazione 
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Equipment for comprehensive car and van alignment.
Portable version.

The illustrations, configurations and technical features in this pubblication are intended to present the product only, and are subject to variation. 
To ensure correct ordering, always refer to the current price list.
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	Measuring ranges: 
 - Total toe ± 20° 
 - Half toe ± 10°
	 - Camber ± 10°
 - Caster ± 30°
 - King pin angle ± 30°
 - Set back  ± 10°
 - Thrust angle ± 10°
 Radio measuring head batteries 4.8 Vcc - 3000 mA
 Dimensions (LxPxH) 840x115x280 mm

 Technical data 

Other accessories are available upon request. For information, please consult our illustrated catalogue.

 Accessori a richiesta 
	 LCD Monitor, A4 colour printer set, mouse
	 Trolley cabinet
	 Self-centering 4-point clamps
	 Pair of mechanical turntables

 Functional features  
Professional wheel alignment with 4 wireless sensor heads 
with 8 cameras.
Extremely compact and light measuring head, with 2 
cameras each with high resolution, inclinometer and electronic, 
bubble level gauge. Excellent handling for mobile service.
Unique cast aluminium body detectorfor a high precision. 
Designed and assembled in ltaly according to the most innovative 
technologies, ensures accuracy and stability of measures  
in particularly critical lighting conditions.
Commerciai power with rechargeable batteries,  
type AA, high yield. Extended charge time.
Ability to work with emergency power supply and cables 
(on request).

Angle adiustment displayed in comprehensive coloured fields.
Toe curve adjustment.
Push-mode ROC with wheels raised or for one wheel.
Fast cycle and precision ensured by professional procedures. 
Database with over 20,000 vehicles, broken down by regions. 
Constantly updated, is available an internet service to 
download data ofthe new cars in real time.
CAL One-Touch recalibrate the steering wheel sensor.

Fully integrated with the C 200 and its database, allows save 
time and costs, resetting the steering wheel sensor with the thrust
angle as required by car manufacturers with safety devices such as
ESP (Electronic Stability Program).

	 PC with multilanguage Windows 10 IoT OS
	 Steering wheel holder and pedal depressor 
	 Emergency cables
	 Power supply for battery-charger at PC off 

 Supplied accessories 
	 4 Radio measuring beads wit batteries and diarging s stem 
	 Carrying case for measuring heads
	 DVD with software + SIM card and user manual
	 Radio module for main unit and hardlock

The wheel aligner is compatible with the new 
PROADAS universal system used for the 
calibration of driver assistance systems on 
new generation vehicles.

COMPATIBLE WITH

Using the wheel aligner sensors mounted on the 
PROADAS system, the system for calibrating the 
camera and radar on board the vehicle can be 
aligned precisely and quickly.

Manufacturers recommend calibrating ADAS systems after aligning the vehicle.
For more information visit the PROADAS product section on our website.

The wheel aligner is compatible with the new PROADAS universal 
system used for the calibration of driver assistance systems on 
new generation vehicles.
Using the wheel aligner sensors mounted on the PROADAS system, the 
system for calibrating the camera and radar on board the vehicle can 
be aligned precisely and quickly.
Manufacturers recommend calibrating ADAS systems after aligning the 
vehicle.
For more information visit the PROADAS product section on our 
website.


